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II A. USE EXISTING MAST ARM POLE AND THE EXISTING TRAFFIC SIGNAL HEADS.
DISCONNECT THE EXISTING CABLE FOR THE SOUTH LEG PEDESTRIAN TRAFFIC
SIGNAL, INSTALL PROPOSED PEDESTRIAN COUNTDOWN SIGNAL IN THE SAME

LOCATION. 51SCONNECT THEEXISTING CABLE FOR THE WEST LEGC PEDESTRIAN
TRAFFIC SIGNAL. INSTALL NEW COUNTDOWN PEDESTRIAN SIGNAL AT THE SAME LOCATION.

B. USE EXiSTING MAST ARM POLE AND THE EXISTING TRAFFIC SIGNAL HEADS.
DISCONNECT THE EXISTING CABLE FOR THE NORTH LEG PEDESTRIAN TRAFFIC
Eé%ﬁ%%éNINSTALL PROPOSED PEDESTRIAN COUNTDOWN SIGNAL IN THE SAME

II C. USE EXISTING PEDESTAL POLE. DISCONNECT THE EXISTING CABLE FOR THE
NORTH LEG PEDESTRIAN SIGNAL AND PEDESTRIAN PUSHBUTTON., INSTALL
PROPOSED PEDESTRIAN COUNTDOWN SIGNAL IN THE SAME LOCATION AND
INSTALL A NEW PEDESTRIAN PUSHBUTTON (PUSHBUTTON SIGN TO REMAIN).

DISCONNECT THEEXISTING CABLE FOR THE WEST LEG PEDESTRIAN TRAFFIC SIGNAL.
INSTALL NEW COUNTDOWN PEDESTRIAN SIGNAL AT THE SAME LOCATION.

D. USE EXISTING LUMINAIRE POLE. DISCONNECT THE EXISTING CABLE FOR THE
PUSHBUTTON, INSTALL A NEW PEDESTRIAN PUSHBUTTON (PUSHBUTTON SIGN TO
REMAIN). '

E. INSTALL 24 IN. WHITE THERMOPLASTIC PAVEMENT MARKING TAPE FOR STOPLINE.

F. INSTALL 12 IN. WHITE THERMOPLASTIC PAVEMENT MARKING TAPE FOR CROSSWALK.
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PHASING NOTES:

T.PHASES ASSOCIATED BY A DASHED LINE WILL
OPERATE CONCURRENTLY.

2.PHASES ASSOCIATED BY A SOLID LINE WILL NOT
CPERATE CONCURRENTLY.
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N PEDESTRIAN SIGNAL INDICATIONS
EG OF THE MD 45 (YORK ROAD) AND
EVARD INTERSECTION.

TO:BALTIMORE CITY

GEOMETRIC LEGEND

GENERAL NOTES:

1. This plan reflects only those underground utilities that
were apparent at the time this location wgs being asbuilt.
The Contractor is responsible to contact “Miss Utility”
prior to construction. so that all the underground utilities
may be located in the field.

2. This modification shall be performed during off-peak

=========- EXISTING hours: contact Ed Rodenhizer of the SHA Traffic
PROPOSED 72 hours prior to the modification change at
410-187-7652.
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